Room Kit Pro and Vaddio AV Bridge Mini
For USB Passthrough

Line drawing :[q
The Codec Pro platform does not need an audio cable - ﬂ — ﬁ
into the capture device. Audio Console is used to route ( > Adio Amplifier
. udio Amplifier
microphones through the HDMI output. P
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Room Kit Pro and Magewell USB Capture Plus
For USB Passthrough

Line drawing [(
The Codec Pro platform does not need an audio cable - ﬂ — ﬁ
into the capture device. Audio Console is used to route ( > Adio Amplifier
. udio Amplifier
microphones through the HDMI output. P
@) =
Cisco Table
Microphones
CISCO CODEC PRO
X > MIC/LINE 1 - - PHX PHX - - LINE OUT 1 J
( = » MIC/LINE 2 - - PHX PHX - - LINE OUT 2 J - »
/ MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4 - - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINEOUT5 ) . Q
Typical cameras MIGILINE 6.~ - PHX PHX - - LINE OUT 6 See Audio Console config Screens
. MIC/LINE 7 - - PHX -- embedded audio
and microphones /
MIC/LINE 8 - - PHX .
- 1080P VID 1 - - HDMI HDMI - - 4K VIDEO 1 / / f -

1080 VID 2 - - HDMI HDMI - - 4K VIDEO 2
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4K VIDEO 4 - - HDMI .-
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Room Kit Pro and Inogeni 4K2USB3
For USB Passthrough

Line drawing [(
The Codec Pro platform does not need an audio cable - ﬂ — ﬁ
into the capture device. Audio Console is used to route ( > Adio Amplifier
. udio Amplifier
microphones through the HDMI output. P
@) =
Cisco Table
Microphones
CISCO CODEC PRO
X > MIC/LINE 1 - - PHX PHX - - LINE OUT 1 J
( = » MIC/LINE 2 - - PHX PHX - - LINE OUT 2 J - »
/ MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4 - - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINEOUT5 ) . Q
Typical cameras MIGILINE 6.~ - PHX PHX - - LINE OUT 6 See Audio Console config Screens
. MIC/LINE 7 - - PHX -- embedded audio
and microphones /
MIC/LINE 8 - - PHX .
- 1080P VID 1 - - HDMI HDMI - - 4K VIDEO 1 / / f -

1080 VID 2 - - HDMI HDMI - - 4K VIDEO 2

4K VIDEO 3 - - HDMI HDMI - - 4K VIDEO 3 4K / Q
4K VIDEO 4 - - HDMI .-

CISCO QUAD CAMERA
LINE- -35MM TRS |RCA - - SUBWOOFER | 4K VIDEOS5 - - HOMI - - ANT
HDMI W/ARC - - HDMI 1 { r P»-{ 3G-SDI 6 - - MICRO-BNG - - ANT
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12VDC - - BARREL ETH- - CAM CTRL DEVICE - - USB-B USB-A - - HOST f_> USB 3.0 - - USB-C << ROWER INUSB >> - -
IN ouT ~ > LINK-LOCAL 1 - -ETH = 2T
r > LINK-LOCAL 2 - -ETH
s > LINK-LOCAL 3 - - POE
oot s e Bl The Pro platform uses the Inogeni )
4K2USB3. The other endpoints use
the 4KXUSB3 which has an audio
) input and HDMI loop thru. )
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Room Kit Pro and Blackmagic Web Presenter
For USB Passthrough

Line drawing :[q
The Codec Pro platform does not need an audio cable - ﬂ - -
into the capture device. Audio Console is used to route ( > Adio Amplifier
. udio Amplifier
microphones through the HDMI output. P
@) =
Cisco Table
Microphones
CISCO CODEC PRO
\ > MIC/LINE 1 - - PHX PHX - - LINE OUT 1 J
. L. J
( _J » MIC/LINE 2 PHX PHX LINE OUT 2 - »
MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4 - - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINEOUT5 ) . Q
Typical cameras MIGILINE 6.~ - PHX PHX - - LINE OUT 6 See Audio Console Fonflg Screens
. MIC/LINE 7 - - PHX -- embedded audio
and microphones /
MIC/LINE 8 - - PHX .
- 1080P VID 1 - - HDMI HDMI - - 4K VIDEO 1 / -

1080 VID 2 - - HDMI HDMI - - 4K VIDEO 2 / f

4K VIDEO 3 - - HDMI HDMI - - 4K VIDEO 3 / Q
4K VIDEO 4 - - HDMI .-

CISCO QUAD CAMERA
LINE- -35MM TRS [RCA - - SUBWOOFER | 4K VIDEOS5 - - HDMI - -ANT 1080p a third monitor can be
HDMI W/ARC - - HDMI 1 { r P»-{ 3G-SDI 6 - - MICRO-BNG - - ANT looped through
HDMI - - HDMI 2 GPIO - - PHX PHX - - GPIO BLACKMAGIC WEB PRESENTER /

USBA - - HOST COM - - PHX USB-A- - HOST VIDEO - - HDMI HDMI - - VIDEO LOOP
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Room Kit Pro and Extron MediaPort 200
For USB Passthrough

Line drawing :[q
The Codec Pro platform does not need an audio cable - ﬂ — ﬁ
into the capture device. Audio Console is used to route ( > Adio Amplifier
. udio Amplifier
microphones through the HDMI output. P
@) =
Cisco Table
Microphones
CISCO CODEC PRO
X > MIC/LINE 1 - - PHX PHX - - LINE OUT 1 J
. . J
( _/ » MIC/LINE 2 PHX PHX LINE OUT 2 - »
MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4 - - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINEOUT5 ) . Q
Typical cameras MIGILINE 6.~ - PHX PHX - - LINE OUT 6 See Audio Console Fonflg Screens
. MIC/LINE 7 - - PHX -- embedded audio
and microphones /
MIC/LINE 8 - - PHX .
- 1080P VID 1 - - HDMI HDMI - - 4K VIDEO 1 / -

1080 VID 2 - - HDMI HDMI - - 4K VIDEO 2 / f

4K VIDEO 3 - - HDMI HDMI - - 4K VIDEO 3 / Q
4K VIDEO 4 - - HDMI .-
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Room 70 G2 Dual and Vaddio AV Bridge Mini
For USB Passthrough

Line drawing The Codec Pro platform does not need an audio cable
into the capture device. Audio Console is used to route
microphones through the HDMI output.
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Room 70 G2 Dual and Magewell USB Capture Plus
For USB Passthrough

Line drawing The Codec Pro platform does not need an audio cable
into the capture device. Audio Console is used to route
microphones through the HDMI output.
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Room 70 G2 Dual and Inogeni 4K2USB3

For USB Passthrough The Codec Pro platform does not need an audio cable
Line drawing into the capture device. Audio Console is used to route
microphones through the HDMI output.

—
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SCREEN 2
@) = SCREEN 1
CISCO ~ | ROOM70D G2
. Cisco Table MIC/LINE 1- - PHX PHX - - LINE OUT 1
Typical : > i i
Typ Microphones S oo e 2. -prx oo - LINE OUT 2 See Audio Console config
mleOphoneS MIC/LINE 3 - - PHX PHX - - LINEOUT 3 embedded audio
) \ MIC/LINE 4 - - PHX PHX - - LINE OUT 4
/ MIC/LINE 5 - - PHX PHX - - LINE OUT 5
MIC/LINE 6 - - PHX PHX - - LINE OUT 6
MIC/LINE 7 - - PHX
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1080P VID 1 - - HDMI HDMI - - 4K VIDEO 1
INOGENI 4K2USB3
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4K VIDEO 3 - - HDMI HDMI - - 4K VIDEO 3 4K | USB 30 - - USB-C << HOWER IN USB >> - -
4K VIDEO 4 - - HDMI .- N ot
(—> 4K VIDEO5 - - HDMI - - ANT
3G-SDI 6 - - MICRO-BNC - - ANT
GPIO - - PHX PHX - - GPIO
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Room 70 G2 Dual and Blackmagic Web Presenter

For USB Passthrough The Codec Pro platform does not need an audio cable
Line drawing into the capture device. Audio Console is used to route
microphones through the HDMI output.
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. Cisco Table P MIC/LINE 1- - PHX PHX - - LINE OUT 1
. Typ|Ca| Microphones 4 - MIC/LINE 2- - PHX PHX - - LINE OUT 2 See Audio Console COI’]fIg
mleOphoneS J MIC/LINE 3- - PHX PHX - - LINEOUT 3 embedded audio
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Room 70 G2 Dual and Extron Mediaport 200
For USB Passthrough

The Codec Pro platform does not need an audio cable
into the capture device. Audio Console is used to route
microphones through the HDMI output.

Line drawing

Room 70D
SCREEN 2
® - SCREEN 1
CISCO ~ [ ROOM70D G2
. Cisco Table P MIC/LINE 1- - PHX PHX - - LINE OUT 1
Typical i i i
. yp Microphones S P MIC/LINE 2- - PHX PHX - - LINE OUT 2 See Audio Console COI’]fIg
mleOphoneS J MIC/LINE 3 - - PHX PHX - - LINE OUT 3 embedded audio
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o< BN
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Room Kit Plus and Vaddio AV Bridge Mini
For USB Passthrough

Line drawing

Cisco Table
Microphones

See wiring diagram

HDMI splitter not required for
a single monitor system

\- cIsco CODEC PLUS
® = P-{ MIC 1- -3.5MM. 3.5MM. - - LINE OUT -
/ ;’ MIC 2- - 3.5MM.
MIC 3 - - 3.5MM.
> 1080P VID 1- - HDMI | HDMI- -4KVIDEO 1 Q
Tvpi | P 4K VID 2 - - HDMI HDMI - - 4K VIDEO 2 ¥ Screens
yplca Cameras ( o o EXTRON DA2 HD 4K PLUS
and mlcrophones ( P> 4K VD3 - - HOMI o 4K VIDEO - - HDMI HDMI - - VIDEO 1
DEVICE - - USB-B USB-A- - HOST RS-232- - PHX HDMI - - VIDEO 2 1
| LINK-LOCAL 1- - POE| -- N out -
LINK-LOCAL 2 - -ETH ETH- - LAN —
IN ouT <_>
CISCO QUAD CAMERA
LINE- -35MM TRS |RCA - - SUBWOOFER .
HomI WiARG - - HOMI 1 ) Link-local network
169.254.1.0/24
HDMI - - HDMI 2
USB-A- - HOST POE switch VADDIO AV BRIDGE MINI
12VDC - - BARREL ETH - - CAM CTRL VIDEO - - HDMI PHX - - LINE 1
N ouT M P MIC/LINE 1- - PHX PHX - - LINE 2
MIC/LINE 2 - - PHX
——P» USB 30- -USB-B
) RS-232- - R145 RJ45 <<POE>>- - POE [——
IN ouT
’ ) )
- - J
Precision
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Room Kit Plus and USB Capture Device
Using Codec Plus with external sound system CONCEPT: In order to use an external sound system with a

Line drawing Room Kit Plus, and also use a USB capture device, an HDMI f—>:[(]
audio de-embedder is required. Do not try to split the 3.5mm > i
codec line output - it will not work. = = |
Drive the sound system with the HAE 100 4K, and use the Balanced +4dBu stereo Audio Amplifier :[E]

codec line output for the USB capture device.
The result is a superior source for the sound system, because

@ - the HAE 100 provides balanced line level audio. Configure the HAE 100
EDID table for 1080p or

2160p (default is 720p)

Cisco Table See wiring diagram
Microphones
EXTRON HAE 100 4K
VIDEO - - HDMI HDMI - - VIDEO
CISCO CODEC PLUS
€ & X 1 MIC 1- - 3.5MM. 3.5MM. - - LINE OUT o RCA- - SPOIF 1
/ \ > h 12VDC - -PHX | PHX - - LINE OUT e >
MIC 2 - - 3.5MM. -
IN ouT
MIC 3- - 3.5MM. -
r > 1080P VID 1 - - HDM|HDMI - - 4K VIDEO 1 4K EXTRON DA2 HD 4K PLUS Q
) VIDEO - - HDMI | HDMI - - VIDEO 1 Screens
Typical cameras - Po-| 4KVID2- - HOMI  |HDMI - - 4K VIDEO 2 4K
. RS-232 - - PHX HDMI - - VIDEO 2
and microphones P> 4KVID3- - oM - n our
DEVICE - - USB-B USB-A - - HOST
LINK-LOCAL 1 - - PQE - - . . >
HDMI splitter not required for
(—> LINK-LOCAL 2 - - ETH ETH - - LAN . .
o — ‘ a single monitor system Q
CISCO QUAD CAMERA
LINE- -35MM TRS |RCA - - SUBWOOFER
HDMI W/ARC - - HDMI 1 J Link-local network
HDMI - - HDMI 2 169.254.1.0/24
USB-A - - HOST PoE switch
VADDIO AV BRIDGE MINI H
12VDC - - BARREL ETH- - CAM CTRL P T— X N1 Vaddio or other USB
= el S| MICILINE 1- - PHX PHX - - LINE 2 captu re device
MIC/LINE 2 - - PHX - -
f_> USB 3.0 - - USB-B -
) RS-232- - RJ45 RJ45 <<POE>> - - POE —
IN ouT
\ J
Precision
60 Camera \
COLOR KEY
HDMI
USB 3.0 TOUCH 10 FSR Digital Ribbon Cable——»
UsB |
J
Audio -
LAPTOP for Presentation
- inkd —
and USB Passthrough LinkJocal
) LAN >

TITLE

Room Kit Plus - External
Sound System - USB Capture
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Room Kit Plus and Magewell USB Capture Plus
For USB Passthrough

Line drawing

Cisco Table
Microphones

ol

See wiring diagram

CIsco CODEC PLUS

L/

Typical cameras
and microphones

CISCO QUAD CAMERA
LINE- -35MM TRS |RCA - - SUBWOOFER

HDMI W/ARC - - HDMI 1

P-| MIC1- -3.5MM. 35MM. - - LINE OUT [———y
;’ MIC 2- - 3.5MM. --

MIC 3 - - 3.5MM.

HDMI splitter not required for

a single monitor system

> 1080P VID 1- - HDMI | HDMI - - 4KVIDEO 1

> 4K VID 2 - - HDMI HDMI - - 4K VIDEO 2

(—> 4K VID 3 - - HDMI

(—> LINK-LOCAL 1 - - POE]|

HDMI - - HDMI 2

USB-A - - HOST

12VDC - - BARREL ETH - - CAM CTRL
IN ouT

DEVICE - - USB-B USB-A - - HOST

LINK-LOCAL 2 - -ETH ETH- - LAN —
IN ouT

Link-local network
169.254.1.0/24

\ s

.

EXTRON DA2 HD 4K PLUS
4K VIDEO - - HDMI HDMI - - VIDEO 1
RS-232 - - PHX HDMI - - VIDEO 2
IN ouT

Core Sound ATT-20
attenuation cable *

=

Precision
60 Camera

POE SWItCh MAGEWELL USB CAPTURE HDMI PLUS

VIDEO - - HDMI HDMI - - VIDEO LOOP

> MIC - - 3.5MM. [3.5MM. - - HEADPHONES
% f—> USB 3.0 - - USB-A <x POWER IN USB >>
IN ouT
~
J
-

USB 3.0

LAPTOP for Presentation
and USB Passthrough

TOUCH 10

>

Screens

Loop out: no signal if
laptop is unplugged

/

* Core Sound ATT-20 cable
Procure from www.core-sound.com

COLOR KEY

HDMI

FSR Digital Ribbon Cable———»

USB |
Audio [
Link-local———»
LAN >

Room Kit Plus
Magewell USB Capture Plus
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Room Kit Plus and Inogeni 4KXUSB3
For USB Passthrough

Line drawing

3.5mm audio cable

Cisco Table
Microphones

HDMI splitter not required for
a single monitor system

\- 1 CISCo CODEC PLUS
® = P-{ MIC 1- -3.5MM. 3.5MM. - - LINE OUT oo [
/ ;’ MIC 2 - - 3.5MM. - -
MIC 3- - 3.5MM. --
- P> 1080P VID 1 - - HDMI | HDMI - - 4K VIDEO 1 Q

i . Screens
Typlcal cameras - P 4K VID 2 - - HDMI HDMI - - 4K VIDEO 2 SXTRON A3 D AKPLUS
and mleOphoneS ( P> 4KVID3 - -HOMI o 4K VIDEO - - HDMI HDMI - - VIDEO 1
DEVICE - - USB-B USB-A- - HOST RS-232- - PHX HDMI - - VIDEO 2 1
| LINK-LOCAL 1 - - POE| - - N out -
LINK-LOCAL 2 - -ETH ETH- - LAN —
IN ouT
CISCO QUAD CAMERA. <_>
LINE- -35MM TRS |RCA - - SUBWOOFER . .
HDMI W/ARC - - HDMI 1 J Link-local network Loop ou.t: no signal if
169.254.1.0/24 laptop is unplugged
.- HDMI - - HDMI 2
. USB-A - - HOST PoE switch NOGEN TKUSE3 /
12VDC - - BARREL ETH- - CAM CTRL VIDEO - - HDMI HDMI - - VIDEO LOOP
N ouT M| MICILINE- -3.5MM.  [3.5MM. - - HEADPHONES
) VISCA- - PHX .-
——p{ USB30- -USB-C <t POWERINUSB>> - -
h IN ouT
The Pro platform uses the Inogeni
4K2USB3. The other endpoints use
the 4KXUSB3 which has an audio
\ - 4 ) input and HDMI loop thru.
Precision
60 Camera \
COLOR KEY
HDMI
TOUCH 10
USEB 3.0 FSR Digital Ribbon Cable———»
USB >
Audio -
LAPTOP for Presentation _
and USB Passthrough  J Link-local >
LAN >

Room Kit Plus
Inogeni 4KXUSB3
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Room Kit Plus and Blackmagic Web Presenter
For USB Passthrough

Line drawing

Standard mini = 2x RCA

@ -
cable
Cisco Table
Microphones
CISCO CODEC PLUS
® = \- 1 P-{ MIC 1- -3.5MM. 3.5MM. - - LINE OUT N [
/ —> MIC 2 - - 3.5MM. - -
MIC 3 - - 3.5MM. -
r > 1080P VID 1 - - HDMI | HDMI - - 4K VIDEO 1 S¢>
Typ|Ca| cameras - P 4K VID 2 - - HDMI HDMI - - 4K VIDEO 2 creens
and microphones B 4KViD3- -Homi -
DEVICE - - USB-B USB-A - - HOST 1080p
/—> LINK-LOCAL 1 - - POE| - - ( >
LINK-LOCAL 2 - - ETH ETH- - LAN — 1080p
IN ouT
CISCO QUAD CAMERA Q
LINE- -35MM TRS |RCA - - SUBWOOFER
HDMI W/ARC - - HDMI 1 J Link-local network second monitor can be
HDMI - - HDMI 2 169.254.1.0/24 / looped through
USB-A- -HOST POE switch BLACKMAGIC WEB PRESENTER
12VDC - - BARREL ETH - - CAM CTRL VIDEO - - HDMI HDMI - - VIDEO LOOP ——
N ouT SDI VIDEO - - BNC BNC - - SDI LOOP
% MIC - - XLR BNC - - SDI PRGM
S| LINE- - RCAX2
) (—> USB DEVICE - - USB-B .-
[N our If you want to run dual 4K screens, the
Blackmagic is not a good choice. It
would require an HDMI splitter and a
| J
\ - ) scaler.
Precision
60 Camera \
COLOR KEY
HDMI
TOUCH 10
NOTE: The Blackmagic Web Presenter is being s 2.0 FSR Digital Ribbon Cable——»
discontinued. The replacement “Web Presenter HD” ' USB >
does not work for USB Passthrough. e >
LAPTOP for Presentation _
and USB Passthrough  J Link-local >
LAN >

Room Kit Plus

Blackmagic Web Presenter
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Room Kit Plus and Extron Mediaport 200
For USB Passthrough

Line drawing

See wiring diagram

Cisco Table
Microphones

CISCO CODEC PLUS
® = \- 1 P-{ MIC 1- -3.5MM. 3.5MM. - - LINE OUT N [
/ ;’ MIC 2- - 3.5MM.
MIC 3 - - 3.5MM. - -
r > 1080P VID 1- - HDMI | HDMI- -4KVIDEO 1 S¢r>n
Typ|Ca| cameras - P 4K VID 2 - - HDMI HDMI - - 4K VIDEO 2 creens
and microphones B axviD3- -rom .
DEVICE - - USB-B USB-A - - HOST 1080p
(_> LINK-LOCAL 1 - - POE| == ( >
LINK-LOCAL 2 - -ETH ETH- - LAN — 1080p
IN ouT <_>
CISCO QUAD CAMERA
LINE- -35MM TRS |RCA - - SUBWOOFER .
HDMI W/ARC - - HDMI 1 J Link-local network second monitor can be
169.254.1.0/24 looped through
HDMI - - HDMI 2
USB-A - - HOST PoE switch EXTRON VIEDIAPORT 200 /
12VDC - - BARREL ETH - - CAM CTRL VIDEO - - HDMI HDMI - - LOOP OUT ——
N ouT M P MICILINE - - PHX PHX - - REF/AUX AUDIO
% LINE L&R - - PHX PHX - - LINE L&R
DIG I/O - - PHX PHX - - DIG I/O
) RS-232- - PHX
( > s e e o A ‘ If you want to run dual 4K screens, the
Extron is not a good choice. It would
- ‘ ), require an HDMI splitter and a scaler.
— )
Precision
60 Camera \
COLOR KEY
HDMI
TOUCH 10
FSR Digital Ribbon Cable——»
USB 2.0 USB: -
J
/ Audio [
LAPTOP for Presentation _
and USB Passthrough  J Link-local >
LAN >

Room Kit Plus
Extron Mediaport 200
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Room 55 Dual with Vaddio AV Bridge Mini
For USB Capture

Line drawing

Cisco Table
Microphones

This drawing also applies to the Room 70 Dual Gen 1

o0

g

Typical microphones

\ s

N

Precision
60 Camera

@
SCREEN 2
SCREEN 1
CISCO ROOM 55 DUAL
> MIC1- -35MM.  [35MM. - - LINE OUT fre e e
— ——p| MIC 2- - 3.5MM. --
MIC 3- - 3.5MM.
4K
1080P VID 1- - HDM| HDMI - - 4K VID 1
- 4K VID 2 - - HDMI HDMI - - 4K VID 2
,——> 4K VID 3 - - HDMI
DEVICE - - USB-B USB-A - - HOST
LINK-LOCAL 1 - - PQE
LINK-LOCAL 2 - - ETH ETH - - LAN {meee—

IN ouT

PoE switch

TOUCH 10

Embedded conference audio

Link-local network
169.254.1.0/24

See wiring diagram

/

LIGHTWARE

DA2HDMI-4K-PLUS

4K60 - - HDMI

DEVICE - - USB-MINI

HDMI - - VIDEO 1

HDMI - - VIDEO 2

IN

ouT

MIC/LINE 2 - - PHX

———p-| USB 30- - USB-B

RS-232 - - RJ45

VADDIO AV BRIDGE MINI
VIDEO - - HDMI PHX - -LINE1
» MIC/LINE 1 - - PHX PHX - -LINE 2

RJ45 <<POE>> - - POE {

IN

ouT

USB 3.0

LAPTOP for Presentation
and USB Passthrough

COLOR KEY

HDMI

FSR Digital Ribbon Cable——»

USB

Audio

Link-local

Yyvyy

LAN

Room 55 Dual
Vaddio AV Bridge Mini
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Room 55 Dual with Magewell USB Capture Plus
For USB Capture

Line drawing

This drawing also applies to the Room 70 Dual Gen 1

See wiring diagram

C_isco Table =
Microphones

SCREEN 2
SCREEN 1
D)= CISCO ROOM 55 DUAL
> MIC1- -35MM.  [35MM. - - LINE OUT fre e e
— ——p| MIC 2- - 3.5MM. --

LIGHTWARE DA2HDMI-4K-PLUS
MIC 3- - 3.5MM. -- 4K 4K60 - - HDMI HDMI - - VIDEO 1
Typ|ca| microphones 1080P VID 1- -HDM| HDMI- - 4K VID 1 DEVICE - - USB-MINI HDMI - - VIDEO 2
P 4K VID 2 - - HDMI HDMI - - 4K VID 2 N ouT
| 4K VID 3 - - HDMI
DEVICE - - USB-B USB-A - - HOST
LINK-LOCAL 1 - - PQE
LINK-LOCAL 2 - - ETH ETH - - LAN [ Core Sound ATT-20
IN out attenuation cable *
\ s —
Precision
60 Camera POE switch MAGEWELL USB CAPTURE HDMI PLUS
VIDEO - - HDMI HDMI - - VIDEO LOOP
P MIC - - 3.5MM. B.5MM. - - HEADPHONES
Link-local network P USB 3.0 - - USB-A <K POWERINUSB>> - -
IN ouT
169.254.1.0/24
TOUCH 10 |
Embedded conference audio
* Core Sound ATT-20 cable
Procure from www.core-sound.com
§
COLOR KEY
HDMI
USB 3.0 FSR Digital Ribbon Cable———»
USB |
Audio
LAPTOP for Presentation Linklocal >
and USB Passthrough Hnklocal
LAN >

Room 55 Dual
Magewell USB Capture Plus
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Room 55 Dual with Inogeni 4KXUSB3
For USB Capture

Line drawing

Cisco Table
Microphones

This drawing also applies to the Room 70 Dual Gen 1

SCREEN 2
SCREEN 1

o8l
J

Typical microphones

CISCO

ROOM 55 DUAL

\ s

N

Precision
60 Camera

MIC 1- - 3.5MM. 3.5MM. - - LINE OUT

MIC 2 - - 3.5MM.
MIC 3 - - 3.5MM.
1080P VID 1 - - HDM|
4K VID 2 - - HDMI
4K VID 3 - - HDMI
DEVICE - - USB-B
LINK-LOCAL 1 - - PQE

LINK-LOCAL 2 - -ETH

HDMI - -4KVID 1

HDMI - - 4K VID 2

USB-A - - HOST

ETH- - LAN

4K

IN

ouT

TOUCH 10

PoE switch

Embedded conference audio

Link-local network
169.254.1.0/24

3.5mm audio cable

/

LIGHTWARE

DA2HDMI-4K-PLUS

4K60 - - HDMI

DEVICE - - USB-MINI

HDMI - - VIDEO 1

HDMI - - VIDEO 2

IN

ouT

INOGENI

4KXUSB3

P

VIDEO - - HDMI

MIC/LINE - - 3.5MM.

VISCA - - PHX

USB 3.0 - -USB-C

<

HDMI - - VIDEO LOOP

[3.5MM. - - HEADPHONES

K POWERINUSB >> - -

IN

ouT

USB 3.0

LAPTOP for Presentation
and USB Passthrough

The Pro platform uses the Inogeni R

4K2USB3. The other endpoints use
the 4KXUSB3 which has an audio
input and HDMI loop thru. )

COLOR KEY

HDMI

FSR Digital Ribbon Cable——»

USB

Audio

Link-local

Yyvyy

LAN

Room 55 Dual
Inogeni 4KXUSB3

I
CISCO
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Room 55 Dual with Blackmagic Web Presenter
For USB Capture

Line drawing

Cisco Table
Microphones

This drawing also applies to the Room 70 Dual Gen 1

o0

SCREEN 2
SCREEN 1

A

Typical microphones

CISCO

ROOM 55 DUAL

\ s

N

Precision
60 Camera

MIC 1- - 3.5MM. 3.5MM. - - LINE OUT

MIC 2 - - 3.5MM.

MIC 3 - - 3.5MM.

1080P VID 1 - - HDM|

4K VID 2 - - HDMI

4K VID 3 - - HDMI

DEVICE - - USB-B

LINK-LOCAL 1 - - PQE

LINK-LOCAL 2 - -ETH

HDMI - -4KVID 1

HDMI - - 4K VID 2

USB-A - - HOST

ETH- - LAN

4K

IN

ouT

TOUCH 10

PoE switch

Embedded conference audio

Link-local network
169.254.1.0/24

Standard mini = 2x RCA

/ cable

LIGHTWARE

DA2HDMI-4K-PLUS

4K60 - - HDMI

DEVICE - - USB-MINI

HDMI - - VIDEO 1
HDMI - - VIDEO 2

IN

ouT

EXTRON DSC HD-HD 4K PLUS A
VIDEO - - HDMI HDMI - - VIDEO
AUDIO L&R - - PHX | PHX - - AUDIO L&R
RS-232 - - PHX PHX - - LAN
IN ouT
1080p
BLACKMAGIC WEB PRESENTER

b

VIDEO - - HDMI
SDI VIDEO - - BNC
MIC - - XLR

LINE - - RCAX2

USB DEVICE - - USB-B

HDMI - - VIDEO LOOP

BNC - - SDI LOOP

BNC - - SDI PRGM

IN

ouT

NOTE: The Blackmagic Web Presenter is being
discontinued. The replacement “Web Presenter HD”
does not work for USB Passthrough.

COLOR KEY

HDMI

FSR Digital Ribbon Cable——»

USB -
USB 2.0
Audio L
LAPTOP for Presentation — .
and USB Passthrough Link-local >
LAN o

Room 55 Dual
Blackmagic Web Presenter
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Room 55 Dual with Extron Mediaport 200
For USB Capture

Line drawing

This drawing also applies to the Room 70 Dual Gen 1

See wiring diagram
Cisco Table

; @
Microphones /

SCREEN 2
o - 43

SCREEN 1
CISCO ROOM 55 DUAL
——> MIC 1- - 3.5MM. 3.5MM. - - LINE OQUT [ e e

—{ MIC2- -35MM. - LIGHTWARE DA2HDMI-4K-PLUS
MIC 3- - 3.5MM. -- 4K 4K60 - - HDMI HDMI - - VIDEO 1
Typ|ca| microphones 1080P VID 1- -HDM| HDMI- - 4K VID 1 DEVICE - - USB-MINI HDMI - - VIDEO 2
P 4K VID 2 - - HDMI HDMI - - 4K VID 2 N ouT
| 4K VID 3 - - HDMI
DEVICE - - USB-B USB-A - - HOST

LINK-LOCAL 1 - - PQE

LINK-LOCAL 2 - - ETH ETH - - LAN f—ey EXTRON  DSC | HD-HD 4K PLUS A

IN ouT VIDEO - - HDMI HDMI - - VIDEO

\ 2 —— AUDIO L&R - - PHX | PHX - - AUDIO L&R

RS-232 - - PHX PHX - - LAN

Precision N out
60 Camera PoE switch
1080p
EXTRON MEDIAPORT 200
Link-local network VIDEO - - HDMI HDMI - - LOOP OUT
169.254.1.0/24 - P>-| MICILINE - - PHX PHX - - REF/AUX AUDIO
LINEL&R - - PHX PHX - - LINE L&R
DIG I/O - - PHX PHX - - DIG I/O
TOUCH 10
v RS-232- - PHX - -
. | USB DEVICE - - USB-B RJ45- - LAN |
Embedded conference audio o T

COLOR KEY

HDMI

FSR Digital Ribbon Cable——»

USB -
USB 2.0
Audio L
LAPTOP for Presentation — .
and USB Passthrough Link-local >
LAN o

Room 55 Dual
Extron Mediaport 200
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Room Kit / Room 55 and Vaddio AV Bridge Mini

Room 55 uses identical

For USB Passthrough 5 :
) . connections
Line drawing /
CISCO ROOM 55
-------------------- P MIC1- -35MM.  [3.5MM. - - LINEOUT fovceccncccccccccccce fin
-------------------- P MIC 2- -3.5MM. HDMI - - VIDEO 2 fe=cecccccccccccaccc i
......... laptop----- | VIDEO 1 - - HDMI __| toDAand2" screen
® - .. .
VIDEO2 - - HOMI T See wiring diagram
DEVICE - - USB-B USB-A - - HOST
CiscoTable | s | LAN- -ETH  ETHPOE - - TOUCH 10
Microphones N ouT

HDMI splitter not required for

oa) Eme

W CIsco ROOMKIT a single monitor system >
J MIC 1- - 3.5MM. 3.5MM. - - LINE OUT J
MIC 2 - - 3.5MM. HDMI - - 4K VIDEO 1
(—> 4K VIDEO - - HDMI |HDMI - - 4K VIDEO 2 EXTRON DA2 HD 4K PLUS Q
. . A- - 4K VIDEO - - HDMI HDMI - - VIDEO 1 Screens
Typical microphones psEA HOST
TOUCH 10 - - ETH ETH- - LAN RS-232 - - PHX HDMI - - VIDEO 2
IN ouT IN ouT
[
p
1 VADDIO AV BRIDGE MINI
VIDEO - - HDMI PHX - - LINE 1
Injecmr ;» MIC/LINE 1 - - PHX PHX - - LINE 2
MIC/LINE 2 - - PHX
| USB 30- - USB-B
RS-232- - RJ45 RJ45 <<POE>> - - POE e
IN ouT
Embedded audio
L TOUCH 10
COLOR KEY
HDMI
USB 3.0 ———FSR Digital Ribbon Cable——»
USB >
Audio [
LAPTOP for Presentation _
and USB Passthrough Link-local >
LAN .
J

Room Kit / Room 55
Vaddio AV Bridge Mini
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Room Kit / Room 55 and Magewell USB Capture Plus
For USB Passthrough

Line drawing

CISCO

ROOM 55

MIC 1- -3.5MM.

MIC 2 - - 3.5MM.

VIDEO 1 - - HDMI

3.5MM. - - LINE OUT

HDMI - - VIDEO 2

Room 55 uses identical
connections

/

® - .. .
VIDEO2 - - HOMI See wiring diagram
DEVICE - - USB-B USB-A - - HOST
CiscoTable | s LAN - - ETH ETH POE - - TOUCH 10
Microphones N ouT
X _ HDMI splitter not required for
G / 1 CIsco ROOMKIT a single monitor system J >
MIC 1- - 3.5MM. 3.5MM. - - LINE OUT
MIC 2 - - 3.5MM. HDMI - - 4K VIDEO 1
(—> 4K VIDEO - - HDMI |[HDMI - - 4K VIDEO 2 4K EXTRON DA2 HD 4K PLUS Q
Screens
. . - A - - VIDEO - - HDMI HDMI - - VIDEO 1
Typical microphones psEA HOST
TOUCH 10 - - ETH ETH- - LAN RS-232- - PHX HDMI - - VIDEO 2
IN ouT IN ouT
|
Core Sound ATT-20
{ attenuation cable * Q
1 Loop out: no signal if
laptop is unplugged
PoE

Injector
MAGEWELL USB CAPTURE HDMI PLUS
VIDEO - - HDMI HDMI - - VIDEO LOOP

» MIC - - 3.5MM. 13.5MM. - - HEADPHONES
f—> USB 3.0 - - USB-A <x POWER IN USB >>
IN ouT
<
Embedded audio
* Core Sound ATT-20 cable
Procure from www.core-sound.com
\ |\
COLOR KEY
HDMI
TOUCH 10 ———FSR Digital Ribbon Cable———»
USB 3.0
USB -
Audio -
LAPTOP for Presentation
inklocal———
and USB Passthrough LinkJocal
LAN -

Room Kit / Room 55
Magewell USB Capture Plus

DRAWN BY
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Room Kit / Room 55 and Inogeni 4KXUSB3

Room 55 uses identical

For USB Passthrough 5 :
. . connections
Line drawing /
CIsco ROOM 55
-------------------- P MIC1- -35MM.  [3.5MM. - - LINEOUT fovceccncccccccccccce fin
-------------------- P MIC 2- -3.5MM. HDMI - - VIDEO 2 fe=cecccccccccccaccc i
......... laptop----- | VIDEO 1 - - HDMI __| toDAand2" screen
Q) = .
VIDEO2 - - HOMI T 3.5mm audio cable
DEVICE - - USB-B USB-A - - HOST .
CiscoTable | e eeeeaen .> LAN - - ETH ETH POE - - TOUCH 10 <_PREQE![\1?9E9[_TEQ d
Microphones N ouT

\ _ HDMI splitter not required for
2l CIsco ROOMKIT a single monitor system
J MIC1- -3.5MM. 3.5MM. - - LINE OUT —
;» MIC2- -35MM.  |HDMI- - 4K VIDEO 1
| 4K VIDEO - - HDMI |[HDMI - - 4K VIDEO 2 4K EXTRON DA2 HD 4K PLUS

< >

Screens

Typical microphones

- - USB-A - - HOST VIDEO - - HDMI HDMI - - VIDEO 1
TOUCH10- -ETH ETH- - LAN RS-232- - PHX HDMI - - VIDEO 2
IN ouT IN ouT

1 Loop out: no signal if
laptop is unplugged

PoE
Injector
INOGENI 4KXUSB3
VIDEO - - HDMI HDMI - - VIDEO LOOP
|8 » MIC/LINE - - 3.5MM. [3.5MM. - - HEADPHONES
VISCA - - PHX
| USB 3.0 - - USB-C <k POWER IN USB >>
N
= — The Pro platform uses the Inogeni
4K2USB3. The other endpoints use
Embedded audio the 4KXUSB3 which has an audio
input and HDMI loop thru.
\ .
COLOR KEY

HDMI
TOUCH 10 FSR Digital Ribbon Cable——»
USB 3.0 USB -
Audio -

LAPTOP for Presentation
inklocal————— -
and USB Passthrough LinkJocal

LAN >

Room Kit / Room 55
Inogeni 4KXUSB3

DRAWN BY
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Room Kit / Room 55 and Blackmagic Web Presenter

Room 55 uses identical

For USB Passthrough 5 :
. . connections
Line drawing /
CISCo ROOM 55
-------------------- P MIC1- -35MM.  [3.5MM. - - LINEOUT fovceccncccccccccccce fin
-------------------- P MIC 2- -3.5MM. HDMI - - VIDEO 2 fe=cecccccccccccaccc i
--------- laptop------{ VIDEO 1 - - HDMI --| toUSB device and 2" screen Standard mini = 2xRCA
( i VIDEO 2 - - HDMI - -
cable
DEVICE - - USB-B USB-A - - HOST . ,
CiscoTable | e eeeeaen .> LAN - - ETH ETH POE - - TOUCH 10 <_PREQE![\1?9E9[_TEQ d
Microphones N ouT

(€ % CIsco ROOMKIT >
MIC 1- -3.5MM. 3.5MM. - - LINE OUT ~ J
MIC 2 - - 3.5MM. HDMI - - 4K VIDEO 1

USB-A - - HOST Screens

Typical microphones

4K VIDEO - - HDMI |HDMI - - 4K VIDEO 2 Q
TOUCH10- -ETH ETH - - LAN

IN ouT

1080p -

1080p

1 second monitor can be
looped through
PoE
Injector /
BLACKMAGIC WEB PRESENTER
VIDEO - - HDMI HDMI - - VIDEO LOOP —
SDI VIDEO - - BNC BNC - - SDI LOOP
MIC - - XLR BNC - - SDI PRGM
M| LINE - - RCAX2
' —P .- |
Joh pEe o — If you want to run dual 4K screens, the
Blackmagic is not a good choice. It
Embedded audio would require an HDMI splitter and a
scaler.
\ .
COLOR KEY
HDMI
TOUCH 10 FSR Digital Ribbon Cable——»
USB 2.0 USB >
Audio -
LAPTOP for Presentation
R T Py —>
and USB Passthrough LinkJocal
NOTE: The Blackmagic Web Presenter is being LAN >
discontinued. The replacement “Web Presenter HD”

does not work for USB Passthrough.

Room Kit / Room 55

Blackmagic Web Presenter
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Room Kit / Room 55 and Extron Mediaport 200
For USB Passthrough

Line drawing

Cisco Table
Microphones

CIsco ROOM 55
.................... - MIC1- -3.5MM.  [3.5MM. - - LINE OUT
.................... P MIC 2- -3.5MM. HDMI - - VIDEO 2

VIDEO 1 - - HDMI

VIDEO 2 - - HDMI

DEVICE - - USB-B

LAN - - ETH ET]|

USB-A - - HOST

H POE - - TOUCH 10

IN

ouT

Typical microphones

Room 55 uses identical
connections

/

to USB device and 2™ screen
See wiring diagram

no PoE injector req’d

< >

Screens

Embedded audio

CISCO ROOM KIT
MIC 1- - 3.5MM. 3.5MM. - - LINE OUT ~
MIC 2 - - 3.5MM. HDMI - - 4K VIDEO 1
f—> 4K VIDEO - - HDMI |HDMI - - 4K VIDEO 2
- - USB-A - - HOST
TOUCH 10 - - ETH ETH - - LAN
IN ouT
1080p
{ 1080p

|

second monitor can be
looped through

PoE
ljztsien EXTRON MEDIAPORT 200
VIDEO - - HDMI HDMI - - LOOP OUT |—/

;» MIC/LINE - - PHX PHX - - REF/AUX AUDIO

LINE L&R - - PHX PHX - - LINE L&R
DIG I/0 - - PHX PHX - - DIG I/O
N RS-232- - PHX
| USB DEVICE - - USB-B RI45 - - LAN ey
IN ouT

TOUCH 10

USB 2.0

LAPTOP for Presentation
and USB Passthrough

If you want to run dual 4K screens, the
Extron is not a good choice. It would
require an HDMI splitter and a scaler.

COLOR KEY
HDMI

———FSR Digital Ribbon Cable———»

USB |
Audio -
Link-local———»
LAN >

Room Kit / Room 55
Extron Mediaport 200
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SX80 and Vaddio AV Bridge Mini
For USB Passthrough

Line drawing

~ <

Audio Amplifier

A A

Cisco Table
Microphones CISCO SX80
> MIC/LINE 1 - - PHX PHX - - LINEOUT 1 J

MIC/LINE 2 - - PHX PHX - - LINE OUT 2 J
Y l . .
( = MIC/LINE 3 PHX PHX LINE OUT 3 - >
/ MIC/LINE 4 - - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINEOUT5 | EE—
MIC/LINE 6 - - PHX PHX - - LINE OUT 6 . ) Q
MIGILINE 7. - Phix N - See Audio Console config Screens

MIC/LINE 8 - - PHX

Typical cameras
and microphones

LINEIN1- - PHX

LINEIN 2 - - PHX -- -

LINEIN 3 - - PHX

LINEIN 4 - - PHX - - Q
J

e > VIDEO1 - - HDMI HDMI - - VIDEO 1
> VIDEO 2 - - HDMI HDMI - - VIDEO 2
cisco SPKR TRACK 60 (—> VIDEO 3 - - HDMI DVI-I - - VIDEO 3
HDMI - - CAM 1 —_—
- | VIDEO4 - - DVI-I .- Use DVI adapter VADDIO AV BRIDGE MINI
HDMI- - CAM 2| VCICOMP 4 - - BNCX2 VIDEO - - HDMI PHX - - LINE 1
12VDC - - MINIDIN | ETH - - CAM CTRL e com 1. - g SBA- HOST L P! MICILINE 1.- - PHX PHX - - LINE 2
IN ouT
COM 2 (CAM) - - DB9 USB-A - - HOST MIC/LINE 2 - - PHX
GPIO - - PHX PHX - - GPIO f P> USB 3.0- -USB-B
g Po-| ETHERNET 2 - - RUS5 RS-232- -RJ45 RJ45 <<POE>>- - POE [——
ETHERNET 3- - RJ45 | RJ45 - - ETH 1 (LAN) [ = ot
IN ouT
Embedded audio
\ — 4
E—
Precision
60 Camera ,
USB 3.0 g ) COLOR KEY
LAPTOP for Presentation HDMI
and USB Passthrough - :
g ———FSR Digital Ribbon Cable———»
USB |
) Audio -
PoE switch
Link-local————»
T H1
OUCH 10 LAN g
Link-local network

169.254.1.0/24

SX80
Vaddio AV Bridge Mini
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SX80 and Magewell USB Capture HDMI Plus
For USB Passthrough

Line drawing :[q
. <1l _
Audio Amplifier jﬂ

Cisco Table
Microphones CISCO SX80
> MIC/LINE 1 - - PHX PHX - - LINEOUT 1 J

f—> MIC/LINE 2 - - PHX PHX - - LINE OUT 2 J

= = \ MIC/LINE 3 - - PHX PHX - - LINE OUT 3

( s |
/ MIC/LINE 4 - - PHX PHX - - LINE OUT 4

MIC/LINE 5 - - PHX PHX - - LINEOUTS5 | See erlng dlagram Q

MIC/LINE 6 - - PHX PHX - - LINE OUT 6 k/ . )
N See Audio Console config Screens

MIC/LINE 7 - - PHX
MIC/LINE 8 - - PHX . Core Sound ATT-20

Typical cameras attenuation cable *
1 LINEIN1- - PHX o
and microphones

LINEIN 2 - - PHX -- -
LINEIN 3 - - PHX
LINEIN 4 - - PHX - - Q
s > VIDEO1 - - HDMI HDMI - - VIDEO 1 J
> VIDEO 2 - - HDMI HDMI - - VIDEO 2
CISCO SPKR TRACK 60 | vioEos3 - - HoMI VLI - -VIDEG3 I.Ioop out: no Tlgnalclgf
HDMI - - CAM 1 |/ i
- P VIDEO 4 - - DVI-I - Use DVI adapter MAGEWELL USB CAPTURE HDMI PLUS / aptop is unplugge
HDMI- - CAM 2| VCICOMP 4 - - BNCX2 o VIDEO - - HDMI HDMI - - VIDEO LOOP
12VDC- -MINIDIN | ETH - - CAM CTRL ) COM 1- -DB9 USB-A- - HOST - P! MIC - - 3.5MM. 3.5MM. - - HEADPHONES
— - COM 2 (CAM) - - DB9 USB-A- - HOST ————p USB30- -USB-A <tk POWER IN USB >>
GPIO - - PHX PHX - - GPIO = o
- P> ETHERNET 2 - - R145
ETHERNET3- -RJ45 | RJ45- - ETH 1 (LAN) f———————
IN ouT
Embedded audio
‘ y,
\ e * Core Sound ATT-20 cable
N I
L Procure from www.core-sound.com
Precision
60 Camera ,
USB 3.0 g COLOR KEY
LAPTOP for Presentation HDMI
and USB Passthrough T
g ———FSR Digital Ribbon Cable———»
UsB >
Audio -
PoE switch
Link-local———»
T H1
ouc 0 L LAN:
Link-local network

169.254.1.0/24

SX80
Magewell USB Capture Plus
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SX80 and Inogeni 4KXUSB3
For USB Passthrough

Line drawing :[q
. <1l _
Audio Amplifier jﬂ

Cisco Table

Microphones CISCO SX80
P MICILINE 1- - PHX PHX - - LINE OUT 1 J

f—> MIC/LINE 2 - - PHX PHX - - LINE OUT 2 J

o \ MIC/LINE 3 - - PHX PHX - - LINE OUT 3

€ - >
J MIC/LINE 4 - - PHX PHX - - LINE OUT 4

MIC/LINE 5 - - PHX PHX - - LINE OUT 5 ey See erlng dlagram Q

MIC/LINE 6 - - PHX PHX - - LINE OUT 6 */ . .
N See Audio Console config Screens

MIC/LINE 7 - - PHX

MIC/LINE 8 - - PHX

Typical cameras
and microphones

LINEIN1- - PHX

LINEIN 2 - - PHX -- -

LINEIN 3 - - PHX

LINEIN 4 - - PHX - - Q
J

p - r > VIDEO1 - - HDMI HDMI - - VIDEO 1
. - VIDEO 2 - - HDMI HDMI - - VIDEO 2 - -
Loop out: no signal if
cIsco SPKR TRACK 60 (—> VIDEO 3 - - HDMI DVI-I - - VIDEO 3 p . g
HDMI - - CAM 1 oo/ laptop is unplugged
- P»-| VIDEO 4 - - DVI-I .- Use DVI adapter INOGENI 4KXUSB3
HDMI - - CAM 2 | YCICOMP 4 - - BNCX2 . VIDEO - - HDMI HDMI - - VIDEO LOOP
12VDC - - MINFDIN | ETH - - CAM CTRL ey COM1- - DB9 USBAA - - HOST ~ P> MICILINE - -3.5MM.  B.5MM. - - HEADPHONES
IN ouT
COM 2 (CAM) - - DB9 USB-A - - HOST VISCA- - PHX
GPIO - - PHX PHX - - GPIO —————— USB30- -USB-C <t POWERIN USB>>
s > ETHERNET 2 - - RJ45 = ot
FTUERNET S R | RS EIOAD The Pro platform uses the Inogeni
4K2USB3. The other endpoints use
the 4KXUSB3 which has an audio
Embedded audio input and HDMI loop thru.
\mer : N
N —_—
Precision
60 Camera
USB 3.0 / COLOR KEY
LAPTOP for Presentation HDMI
and USB Passthrough FSR Digital Ribbon Cable—»
USB -
) Audio -
PoE switch
Link-local—————p»
TOUCH 10 LAN g
Link-local network

169.254.1.0/24

SX80
Inogeni 4KXUSB3
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SX80 and Blackmagic Web Presenter
For USB Passthrough

Line drawing :[q
. <1l _
Audio Amplifier jﬂ

Cisco Table
Microphones CISCO SX80
> MIC/LINE 1 - - PHX PHX - - LINEOUT 1 J

\ f—> MIC/LINE 2 - - PHX PHX - - LINE OUT 2 ~
( = MIC/LINE 3 - - PHX PHX - - LINE OUT 3 - >
/ MIC/LINE 4 - - PHX PHX - - LINE OUT 4

MIC/LINE 5 - - PHX PHX - - LINEOUT5 | EE—

MIC/LINE 6 - - PHX PHX - - LINE OUT 6 See Wiring diagram Q
Screens

MIC/LINE 7 - - PHX - - . .

— See Audio Console config

MIC/LINE 8 - - PHX

Typical cameras
and microphones

LINEIN1- - PHX

LINEIN 2 - - PHX -- -

LINEIN 3 - - PHX

LINEIN 4 - - PHX - - Q
J

~ ~ e > VIDEO1 - - HDMI HDMI - - VIDEO 1
= P VIDEO 2 - - HDMI HDMI - - VIDEO 2
cisco SPKR TRACK 60 (—> VIDEO 3 - - HDMI DVI-I - - VIDEO 3
HOMI - - CAM L Use DVI adapter BLACKMAGIC WEB PRESENTER : ;
HDMI - - CAM 2 | ( B> VIDEO4 - - DV o se p a third monitor can be
YCICOMP 4 - - BNCX2 . VIDEO - - HDMI HDMI - - VIDEO LOOP o |00ped through
12VDC - - MINI-DIN | ETH - - CAM CTRL e com 1. -bEs USBA- - HOST SDI VIDEO - - BNC BNC - - SDI LOOP
IN ouT
COM 2 (CAM) - - DB9 USB-A - - HOST MIC- - XLR BNC - - SDI PRGM
GPIO - - PHX PHX - - GPIO - P> LINE - - RCAX2
p P ETHERNET 2- -R145 o | USB DEVICE - - USB-B
ETHERNET 3 - - RJ45 RJ45- - ETH 1 (LAN) | EEEE— = 2T
IN ouT
@ Embedded audio
\ J
N E—
Precision
60 Camera : : :
USB 2.0 NOTE: The Blackmagic Web Presenter is being COLOR KEY
) discontinued. The replacement “Web Presenter HD”
LAPTOP for Presentation HDMI
and USB Passthrough does not work for USB Passthrough.
FSR Digital Ribbon Cable——»
USB |
) Audio |
PoE switch
Link-local———p»
TOUCH 10 LAN >
Link-local network

169.254.1.0/24

SX80

Blackmagic Web Presenter
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SX80 and Extron Mediaport 200
For USB Passthrough

Line drawing

~ <

Audio Amplifier

A A

Cisco Table
Microphones CISCO SX80
> MIC/LINE 1 - - PHX PHX - - LINEOUT 1 J

f—> MIC/LINE 2 - - PHX PHX - - LINE OUT 2 J
G \_ MIC/LINE 3- - PHX PHX - - LINE OUT 3 p -
/ MIC/LINE 4 - - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINE OUT 5 f—e
MIC/LINE 6 - - PHX PHX - - LINE OUT 6 See wiring diagram Q
MIC/LINE 7 - - PHX .- / . . Screens
. See Audio Console config

MIC/LINE 8 - - PHX

Typical cameras
and microphones

LINEIN1- - PHX

LINEIN 2 - - PHX -- -

LINEIN 3 - - PHX

LINEIN 4 - - PHX - - Q
J

- o VIDEO1 - - HDMI HDMI - - VIDEO 1
P VIDEO 2 - - HDMI HDMI - - VIDEO 2
cisco SPKR TRACK 60 | VIDEO3 - - HDMI DVI-I - - VIDEO 3
FOMI- - CAM L Use DVI adapter : ;
M1~ - cAm 2| - P VIDEO 4 - - DVI-I .- p EXTRON MEDIAPORT 200 a third monitor can be
YC/COMP 4 - - BNCX2 - - VIDEOQ - - HDMI HDMI- -LOOPOUT| @ —— looped through
12VDC- -MINIDIN | ETH - - CAM CTRL ) COM 1- -DB9 USB-A- - HOST - | MICILINE - - PHX PHX - - REF/AUX AUDIO
— - COM 2 (CAM) - - DBS USBA- - HOST LINE L&R - - PHX PHX - - LINE L&R
GPIO - - PHX PHX - - GPIO DIG I/0 - - PHX PHX - - DIG /O
- P»-| ETHERNET 2 - - R145 RS-232- - PHX
ETHERNET 3- - RJ45 | RJ45 - - ETH 1 (LAN) [ | USB DEVICE - - USB-B RS- -LAN —
N ouT IN ouT
Embedded audio
\ s /
N I
Precision
60 Camera ,
USB 2.0 g ) COLOR KEY
LAPTOP for Presentation HDMI
and USB Passthrough A
g ———FSR Digital Ribbon Cable———»
USB >
) Audio -
PoE switch
Link-localF————p»
TOUCH 10
4 LAN:
Link-local network

169.254.1.0/24

SX80
Extron Mediaport 200

DRAWN BY

ENRICO CONEDERA [Pl I (Y] I 1

REVISED

Ver 210217 c I s c o




MX700 or MX800 Dual with Vaddio AV Bridge
For USB Passthrough

Line drawing

s hd s ”
-+
SCREEN 2
SCREEN 1.
G = -
CISCO MX700
VIDEO1 - - HDMI HDMI - - VIDEO 1 |
Tvpical Cisco Table VIDEO2 - - HDMI HDMI - - VIDEO?2 |
_ yper]:a Microphones 1 | viDEO3 - - HOMI DVIH- - VIDEO3
micropnones P> VIDEO 4 - - DVI- --
( L TOUCH 10
\- YCICOMP 4 - - BNCX2 .-
© -/ 1 P MICILINE 1- -PHX |  PHX- -LINEOUT1 Use DVI adapter See wiring diagram
MIC/LINE 2 - - PHX PHX - - LINE OUT 2 . N
g / See Audio Console config
MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4 - - PHX PHX - - LINE OUT 4 /
MIC/LINE 5 - - PHX PHX - - LINE OUT 5 ./
MIC/LINE 6 - - PHX PHX - - LINE OUT 6 VADDIO AV BRIDGE MINI
VIDEO - - HDMI PHX - - LINE 1
MIC/LINE 7 - - PHX
MIC/LINE 1 - - PHX PHX - - LINE 2
MIC/LINE 8 - - PHX
MIC/LINE 2 - - PHX
LINEIN 1- - PHX
| USB 30 - - USB-B
LINEIN 2 - - PHX
RS-232 - - RJ45 RJ45 <<POE>>- - POE | —
LINE IN 3 - - PHX
IN ouT
LINEIN 4 - - PHX
COM 1- -DB9 USB-A - - HOST ——=SCR CTRL
COM 2 (CAM) - - DB9 USB-A - - HOST
CAM CTRL GPIO - - PHX PHX - - GPIO
T10~———»| ETHERNET 2 - -RJ45
e » ETHERNET 3 - - RJ45 RJ45 - - ETH 1 (LAN)
IN ouT
J
N— Embedded conference audio
Precision Ethernet/switch
60 Camera A
Link-local network HDMI
169.254.1.0/24 USB 3.0
———FSR Digital Ribbon Cable———»
USB |
J
Audio -
LAPTOP for Presentation _
and USB Passthrough Link-local >
LAN >

MX700 or MX800 Dual
Vaddio AV Bridge Mini
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MX700 or MX800 Dual with Magewell USB Capture HDMI Plus
For USB Passthrough

Line drawing

- ® [
( -+
SCREEN 2
SCREEN 1
o -
CISCO MX700
VIDEO1 - - HDMI HDMI - - VIDEO1 |
Tvpical Cisco Table VIDEO 2 - - HDMI HDMI - - VIDEO 2 |
. yp Microphones 1 | VIDEO3 - - HDMI DVI-I - - VIDEO3
mlcrophones P VIDEO 4 - - DVI-| TOUCH 10
x YCICOMP 4 - - BNCX2
© 'J 1 Po-| MICILINE 1- - PHX PHX - - LINE OUT 1
MIC/LINE 2- - PHX PHX - - LINE OUT 2
> Use DVI adapter
MIC/LINE 3- - PHX PHX - - LINE OUT 3
MIC/LINE 4- - PHX PHX - - LINE OUT 4
MIC/LINE 5 - - PHX PHX - - LINE OUT 5
MIC/LINE 6 - - PHX PHX - - LINE OUT 6
Core Sound ATT-20
MIC/LINE 7 - - PHX attenuation cable *
MIC/LINE 8- - PHX
LINEIN1- - PHX
LINEIN 2 - - PHX
LINEIN3- - PHX
LINEIN4- - PHX
COM 1- - DB9 USB-A - - HOST [——=SCR CTRL
COM 2 (CAM) - - DB9 USB-A - - HOST —
CAM CTRL GPIO - - PHX PHX - - GPIO
T10~———»| ETHERNET 2 - -RJ45
e » ETHERNET 3 - - RJ45 RJ45 - - ETH 1 (LAN)
IN ouT
\_, Embedded conference audio
Precision Ethernet/switch
L
60 Camera

Link-local network
169.254.1.0/24

USB 3.0
J

LAPTOP for Presentation

and USB Passthrough

See wiring diagram

/ See Audio Console config

MAGEWELL USB

CAPTURE HDMI PLUS

VIDEO - - HDMI

MIC - - 3.5MM.

USB 3.0 - - USB-A

<

HDMI - - VIDEO LOOP

[3.5MM. - - HEADPHONES

POWER IN USB >>

IN

ouT

Loop out: no signal if
laptop is unplugged

/

* Core Sound ATT-20 cable
Procure from www.core-sound.com

COLOR KEY
HDMI

———FSR Digital Ribbon Cable———»

USB |
Audio -
Link-local———»
LAN >

MX700 or MX800 Dual
Magewell USB Capture Plus
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MX700 or MX800 Dual with Inogeni 4KXUSB3
For USB Passthrough

Line drawing

i ° )
-+
SCREEN 2
SCREEN 1
il -
CISCO MX700
VIDEO1 - - HDMI HDMI - - VIDEO 1 |
Tvpical Cisco Table VIDEO2 - - HDMI HDMI - - VIDEO?2 |
_ yper]:a Microphones 1 | viDEO3 - - HOMI DVIH- - VIDEO3
micropnones VIDEO4 - - DVIH .-
( L > TOUCH 10
\- YCICOMP 4 - - BNCX2 .-
® -/ 1 P-{ MIC/LINE 1 - - PHX PHX - - LINE OUT 1
> MIC/LINE 2 - - PHX PHX - - LINE OUT 2 Use DVI adapter
MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4 - - PHX PHX - - LINE OUT 4 . .
MIC/LINE 5 - - PHX PHX - - LINE OUT 5 N See erlng dlagram
MIC/LINE 6 - - PHX PHX - - LINE OUT 6 / See Aud|o Conso|e conﬂg
MIC/LINE 7 - - PHX - - o—
MICILINE 8- - PHX -- Loop out: no signal if
LINEIN1- - PHX - laptop is unplugged
LINEIN 2 - - PHX -
LINE IN 3 - - PHX - - INOGENI 4KXUSB3 /
LINE IN4 - - PHX . VIDEO - - HDMI HDMI - - VIDEO LOOP
COM1- -DBS USB-A - - HOST | SCR CTRL - P> MIC/LINE - -35MM.  [3.5MM. - - HEADPHONES
COM 2 (CAM) - - DBY USB-A - - HOST VISCA- - PHX
CAM CTRL GPIO - - PHX PHX - - GPIO f—> USB 3.0- - USB-C <K POWER INUSB>> - -
T10~———»| ETHERNET 2 - -RJ45 W vt
e » ETHERNET 3 - - RJ45 RJ45 - - ETH 1 (LAN)
= o The Pro platform uses the Inogeni
4K2USB3. The other endpoints use
the 4KXUSB3 which has an audio
input and HDMI loop thru.
\ — 4
N— Embedded conference audio
Precision Ethernet/switch
60 Camera A
COLOR KEY
-}
Link-local network HDMI
169.254.1.0/24
FSR Digital Ribbon Cable——»
USB 3.0 USB: .
Audio -
LAPTOP for Presentation
- link- —
and USB Passthrough LinkJocal
LAN >

MX700 or MX800 Dual
Inogeni 4KXUSB3
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MX700 or MX800 Dual with Blackmagic Web Presenter
For USB Passthrough

Line drawing

- ° -
H
SCREEN 2
SCREEN 1
@) = -
CISCO MX700
VIDEO1 - - HDMI HDMI - - VIDEO1 |
Tvpical C_isco Table VIDEO 2 - - HDMI HDMI - - VIDEO 2 |
) yp'ﬁa Microphones ) | VIDEO3 - - HDMI DVI-l - - VIDEO 3
micropnones VIDEO 4 - - DVI- --
( L > TOUCH 10
\- YCICOMP 4 - - BNCX2 .-
® -J 1 Po-| MICILINE 1- - PHX PHX - - LINE OUT 1 Use DVI adapter See wiring diagram
MIC/LINE 2 - - PHX PHX - - LINE OUT 2 . .
> See Audio Console config
MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MICILINE 4 - - PHX PHX - - LINE OUT 4 / a third monitor can be
MIC/LINE 5 - - PHX PHX - - LINE OUT 5 o] looped through
MIC/LINE 6 - - PHX PHX - - LINE OUT 6 BLACKMAGIC WEB PRESENTER
VIDEO - - HDMI HDMI - - VIDEO LOOP
MICILINE 7 - - PHX .
SDI VIDEO - - BNC BNC - - SDI LOOP
MIC/LINE 8- - PHX
MIC - - XLR BNC - - SDI PRGM
LINEIN1- - PHX
LINE - - RCAX2
LINEIN 2 - - PHX
———»| USB DEVICE - - USB-B
LINEIN3- - PHX N out
LINEIN 4 - - PHX
COM 1- - DB9 USB-A- - HOST ——=SCR CTRL
COM 2 (CAM) - - DB9 USB-A- - HOST
CAM CTRL GPIO - - PHX PHX - - GPIO
T 10— ETHERNET 2 - - RJ45
e > ETHERNET 3 - - RJ45 RJ45 - - ETH 1 (LAN)
IN ouT
\ '! — J
N— Embedded conference audio
Precision Ethernet/switch
60 Camera h
Link-local network HDMI
169.254.1.0/24 USB 2.0
FSR Digital Ribbon Cable——»
J USB -
Audio -
LAPTOP for Presentation
R T Py —>
and USB Passthrough LinkJocal
NOTE: The Blackmagic Web Presenter is being LAN =
discontinued. The replacement “Web Presenter HD”

does not work for USB Passthrough.

MX700 or MX800 Dual

Blackmagic Web Presenter
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MX700 or MX800 Dual with Extron Mediaport 200
For USB Passthrough

Line drawing

i ° )
-+
SCREEN 2
SCREEN 1
o & -
CISCO MX700
VIDEO1 - - HDMI HDMI - - VIDEO 1 |
Tvpical Cisco Table VIDEO2 - - HDMI HDMI - - VIDEO?2 |
_ yper]:a Microphones 1 | viDEO3 - - HOMI DVIH- - VIDEO3
micropnones P> VIDEO 4 - - DVI- --
( L TOUCH 10
\- YCICOMP 4 - - BNCX2 .-
© -/ 1 P MICILINE 1- -PHX |  PHX- -LINEOUT1 Use DVI adapter See wiring diagram
MIC/LINE 2 - - PHX PHX - - LINE OUT 2 . N
g / See Audio Console config
MIC/LINE 3 - - PHX PHX - - LINE OUT 3
MIC/LINE 4- - PHX PHX - - LINE OUT 4 / a third monitor can be
MIC/LINE 5 - - PHX PHX - - LINE OUT 5 o looped through
MIC/LINE 6 - - PHX PHX - - LINE OUT 6 EXTRON MEDIAPORT 200
VIDEO - - HDMI HDMI - - LOOP OUT
MIC/LINE 7 - - PHX -
MIC/LINE - - PHX PHX - - REF/AUX AUDIO
MIC/LINE 8 - - PHX
LINE L&R - - PHX PHX - - LINE L&R
LINEIN 1- - PHX
DIG I/O - - PHX PHX - -DIG I/O
LINEIN 2 - - PHX
RS-232 - - PHX
HINEIN S - P | USB DEVICE - - USB-B RJ45 - - LAN
u: - - - - -
LINEIN 4 - - PHX IN ouT )
COM 1- -DB9 USB-A - - HOST [——=SCR CTRL
COM 2 (CAM) - - DB9 USB-A - - HOST
CAM CTRL GPIO - - PHX PHX - - GPIO
T10~———»| ETHERNET 2 - -RJ45
e » ETHERNET 3 - - RJ45 RJ45 - - ETH 1 (LAN)
IN ouT
J
\ — 4
N— Embedded conference audio
Precision Ethernet/switch
60 Camera >
Link-local network HDMI
169.254.1.0/24
USB 2.0 ——FSR Digital Ribbon Cable——»
USB |
Audio |
LAPTOP for Presentation
- link- —
and USB Passthrough LinkJocal
LAN >

MX700 or MX800 Dual
Extron Mediaport 200
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