Ma-eStI’O INOGENI Maestro

Device controller Release Notes

Here is the history of the INOGENI Maestro releases:

Release Description

Bug Fixes :

o Ul fixe: Reset status after update FW SHARE2U and CAM300

e Ul regression: Fix modal pop up to show correctly on FW update
Improvements:

2.3.1 — November 27, 2025 . . . . . .
e Add timeout of 2 minutes error message if lan disconnected while updating FW

Share2u

¢ Remove pop up message unsupported device when an unsupported device is
connected

New Features:
e  Support for CAM300 firmware V2.

e  Support for CAM300 firmware V1.
2.3.0 — November 24, 2025 Improvements:
e Ul improvements.
Bug Fixes:
e Minor bug fixes during firmware installation for share2u and cam300

New Features:
e  Support for SHARE2U firmware V2.
e  Support for SHARE2U firmware V1.
e  Support multi-devices selection.

2.2.0 — October 3, 2025 Improvements:

e USB 2.0 update FW optimization.
e Ul improvements.

Bug Fixes:
e  Some bug fixes for TOGGLE DOCK 2x1.

New Features:
e Support for TOGGLE DOCK 2x1
e  Support for TOGGLE ROOMS 1.27 and future FW version
e  Support for TOGGLE ROOMS 1.28
o Added TCP to RS232 tunneling feature. See “user manual” under
“Serial communication protocol” section for more details
o Adding import of SSL certificate for HTTPS through API.
2.1.0 — June 18, 2025 o Adding full support of GPI level mode.
e  Support for TOGGLE ROOMS XT 1.3 and future FW version
e  Support for TOGGLE ROOMS XT 1.4 new features
Improvements:
e HID connection optimization
e Polling connection optimization
Bug Fixes:
o Ul bug fix.

Official release of Maestro based on electron framework.

New Features:

e Connection HID pour TOGGLE ROOMS and TOGGLE ROOMS XT
Improvements:

e Major optimization of HID communication
Bug Fixes:

e Crash fix.

2.0.0 — April 2, 2025



https://inogeni.com/toggle-rooms-user-guide

