
 

INOGENI SHARE2U 
Firmware Release Notes 

RELEASE HISTORY 

Here is the history of the SHARE2U releases: 

 

Release Description 

2.0.18 – October 3, 2025 

Official release. 
 
New Features: 

• Complete local web interface for monitoring, configuration and firmware update over 
the IP connection. 

• Full support with the latest INOGENI Maestro v2.2.0 application.  

• REST API available for device control. All details regarding this API are present in the 
user guide. 

2.0.12 – July 17, 2025 

Major system update. 
 
New Features: 

• New firmware platform of the embedded CPU. 

• Support for DHCP. 

• Support for APIPA protocol if no DHCP server is detected over IP. 

• Since the device supports the mDNS networking protocol, you can access the web 

interface of the device using a link-local networking URL. This URL looks like the 

following example and includes the last 3 bytes of the MAC address and will end with 

the .local suffix. For example: 

 
Improvements: 

• Corrected instability issues. 
Bug Fixes: 

• Corrected compatibility issues with some USB cameras. 
o Bose VB1 
o Logitech MX Brio 
o Poly P15 

 

KNOWN ISSUES  

Here are the known issues for this specific product. These will be corrected throughout the firmware releases. 

• Audio Output Conflict: When using Line-IN + PC Speaker, only the PC Speaker output is active. 

• Level Controls Behavior: Volume levels now save automatically and do not revert to previous values when 

unmuted. 

• Gateway Settings: The gateway configuration resets to default when gateway is empty in static mode. 

 

 

 

 
IMPORTANT: If you upgrade your device from v1.x, you need to follow this upgrade procedure: 
https://inogeni.com/share2u-firmware-upgrade 
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